QUOTATION NOTICE
               Sealed quotations are invited by the Chief Executive Officer, Paschim Banga Go-Sampad Bikash Sanstha from the reliable bonafide and experienced agencies for "Electrical Installation work for construction of two storied Zonal Semen Bank Building at S.A.H.C. Campus, Berhampur, Dist:Murshidabad". Agencies having done similar nature of works will be permitted to participate in the above mentioned quotation and to offer their rate.
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               Quotationers are to quote their rates as per measurement detailed in the Bill Of Quantity (BOQ). Rates are to be quoted clearly in words as well as in figures in the BOQ for each item. Total work value should be written in figure and in word in the BOQ. 

               The same will remain valid for a period of 3(three) months from the date of submission of quotation. No subsequent change like enhancement or escalation of price will be allowed under any circumstances.

              All quotationers are well come to visit the working site for their first hand knowledge before submitting their offer. No conditional quotation will be entertained under any circumstances.

              The office of the Chief Executive Officer, Paschim Banga Go-Sampad Bikash Sanstha will receive complete sealed quotation on or before 25th April, 2011 at 2.0 P.M. & will be opened at 3.0 P.M on the same day. Quotationers or their authorised representative may remain present during opening of quotation. 

             The undersigned reserves the right to accept or reject any or all quotation without assigning any reason whatsoever.

                                                                                                                                  Sd/-                      

                                                                                                                               (Dr. K. Saha)

        Chief Executive Officer

 No.1170/1(10)//PBGSBS/ZSB/ELEC/’10 – ‘11                                                Dated. Kolkata the. 7th April, 2011

Copy forwarded for information and necessary action to the:-

  Notice Board 

1-8)
Animal Resources Development Department, Writers Building, Kolkata-700001

Animal Resources Development Department, New Secretariat Buildings, 3rd floor, 1, K.S.Roy Road.     Kolkata-700001

West Bengal Co-Operative Milk Producers’ Federation, LB-2, Sector –III, Salt Lake City,Kolkata-700 098,

West Bengal Livestock Development Corporation, LB-2, Sector –III,Salt Lake City,

Kolkata-700 098,

ARD Department, H.F., Dist-Nadia.
Paschim Banga Go-Sampasd Bikash Sanstha, H.Q. LB-2, Sector –III,Salt Lake City, 

Kolkata-700 098.

State Animal Health Center Campus, Behrampur, Murshidabad, 

Post Office, GPO/Park Street,

9) 
Account Section of this Sanstha            

10) 
Website: www.darahwb.org

                                                                                                                                    Deputy Project Director, H. Q.
	Bill Of Quantity

	Name of work:"Electrical Installation work for construction of two storied Zonal Semen Bank Building at S.A.H.C.Campus, Berhampur, Dist:Murshidabad".

	Sl. No.
	                            Description of Work
	Qty.
	Unit
	Rate(Rs)
	Amount(Rs)

	1
	Encasing Meter loop by 2x56/0.3(4.0 Sq mm) PVC copper wire((Finolex/Havells make)in 20 mm G.I.flexible conduit including connection.
	1
	M
	 
	 

	2
	Supplying and Fixing 250V, 30A,DPIC  Switch with fuse on live & neutral on flat iron frame on wall. (Make-BPC).
	1
	each
	 
	 

	3
	Supplying and Fixing 250V, 32A,Double bar,Busbar chamber on flat iron frame on wall. (Make-SEM).
	1
	each
	 
	 

	4
	Supplying and Fixing 250V, 16A,DPIC  Switch with fuse on live & neutral on flat iron frame on wall. (Make-Havells).
	2
	each
	 
	 

	5
	Supplying & Laying  1.1 KV Grade 2 core 10 sq.mm. PVC/A, Al. cable( Gloster/Nicco) on wall/surface  including S& F M.S saddles with earthing attachment in 10 SWG G.I.(Hot dip)wire making holes etc and necy mending good damages and painting.
	15
	M
	 
	 

	6
	Supply & fixing 220V ,8 way single door type MCBBDB (DB Catalogue No.-DHDMSHOSRW08) consist of 1 no 32A 2P MCB and 6 nos 6-32 Amp 'C' series SP MCB(All Havells make)  on angle iron frame on wall. 
	2
	set
	 
	 

	7
	Supplying and Fixing  compression type gland for complete with brass gland, brass ring &rubber ring for dust & moisture-proof entry of  2 core 10 sq mm.PVC armoured cable.                                                                                            
	10
	each
	 
	 

	8
	Finishing the  ends of 2 core 10 sq. mm.PVC insulated armoured cable by  crimping method including  S& F (Dowel's make )socket and insulated tapes etc.as required.
	10
	set
	 
	 

	9
	Distribution wiring in 1.1 KV grade 2x22/0.3(1.5 Sq.mm)single core stranded 'FR' PVC insulated &unsheathed single core stranded copper wire (Finolex/Havells make) in suitable size PVC Casing-Capping (Precision make)with 1x22/0.3 (1.5 sq mm)(Finolex/Havells  make) for ECC incl.necy.PVC Clip, fittings etc to light/fan/call bell point with piano key type switch (Anchor make)fixed on wooden (Teak wood) switch board with Perpex/bakelite top cover (ISI marked) on wall incl.necy.connection and making earthing attachment and mending   good damages to building works.[PVC casing-capping  and Switch board both on surface].Average run 6 mtrs.
	34
	each
	 
	 

	10
	Distribution wiring in 1.1 KV grade 2x22/0.3(1.5 Sq.mm) single core stranded 'FR' PVC insulated & unsheathed single core stranded copper wire(Finolex/Havells make)in suitable size PVC Casing-Capping (Precision make)with 1x22/0.3(1.5 sq mm) (Finolex/Havells make) for ECC incl.necy.PVC clip,fittings etc. to 5A 3 pin flush type plug socket with piano key type switch (Anchor make)fixed on wooden (Teak wood) switch board with perpex/bakelite(3 mm thick) top cover(ISI Marked) of  flushed in wall by housing the board after cutting brickwall incl.necy. connection and making earthing attachment,painting and mending   good damages to building works [PVC casing-capping on surface and plug box both on surface].On board
	10
	each
	 
	 

	11
	Distribution wiring in 1.1 KV grade 2x22/0.3(1.5 Sq.mm) single core stranded 'FR' PVC insulated & unsheathed single core stranded copper wire(Finolex/Havells make)in suitable size PVC Casing-Capping (Precision make)with 1x22/0.3(1.5 sq mm) (Finolex/Havells make) for ECC incl.necy.PVC clip,fittings etc. to 5A 3 pin flush type plug socket with piano key type switch (Anchor make)fixed on wooden (Teak wood) switch board with perpex/bakelite(3 mm thick) top cover(ISI Marked) of  flushed in wall by housing the board after cutting brickwall incl.necy. connection and making earthing attachment,painting and mending   good damages to building works [PVC casing-capping on surface and plug box both on surface].
	1
	each
	 
	 

	12
	Wiring in 1.1 KV grade 2x36/0.3(2.5 Sq.mm)single core stranded 'FR' PVC insulated & unsheathed single core stranded copper wire(Finolex/Havells/make)with 1.1 KV grade  1x22/0.3(1.5 sq mm)single core stranded 'FR' PVC  insulated &unsheathed copper(Finolex/Havells make) wire as ECC.in suitable size PVC casing- capping(Precision make) incl. necy. PVC Clips,fitting etc. 
	100
	M
	 
	 

	13
	Supplying &fixing 250V, 3 pin 15 A flush type plug socket with 15 A flush type (anchor make )switch on sheet metal box with bakelite top cover and earthing attachment including S&F wooden(Teak wood) box of size 150mmx100mm with 3mm thick bakelite top cover[PVC casing-capping on surface and Switch board concealed].
	6
	each
	 
	 

	14
	Supplying & Fixing 250 V AC/DC Superior type Call Bell ( Anchor -8320) on  HW board including. S & F HW Board.
	1
	 
	 
	 

	15
	Supplying & Fixing 250 V AC Buzzer ( Anchor-8217) on HW borad including. S & F HW Board.
	1
	 
	 
	 

	16
	Supply &fixing only single fluorescent  light fittings (Philips cat no.TMC 55/136 HPF ) complete with 1 no.4', 40w F.T.lamp.  directly on wall with T.W.Block and suitable size and suitable size M.S.fastner, ceiling plate, nipples  etc. as required and connecting the length of twin flat 1/1.40 or 2x1.4 PVC  sheathed wire with copper conductor and painting etc. as required.
	11
	each
	 
	 

	17
	Supplying &Fixing of 250V, 48” (1200mm) sweep A.C. ceiling fan complete with blades Electronics (Step,socket type) regulator ,canopy fork,down rod  etc.inclu S&F 2X1.5 PVC Stranded copper wire for down rod includig painting the rod with approved paint and making necessary connection as required. (Make Orient PSPO/USHA/CROMPTON GREAVES/POLAR).
	4
	each
	 
	 

	18
	Supplying &Fixing of 250V, 48” (1200mm) sweep A.C. ceiling fan complete with blades ,regulator ,canopy .fork ,down rod of length 2 mtrs including S&F S&F 2X1.5 Sq mm PVC Stranded copper wire for down rod  includig painting the rod with approved paint and making necessary connection as required. (Make Orient PSPO/USHA/CROMPTON GREAVES/POLAR).
	6
	each
	 
	 

	19
	Supplying & fixing cabin Fan (400mm)/ 16" (Orient Wall-41) on wall by S&F rag bolts,nut & washer as required incl. S&F 2x1.5 Sq.mm. PVC insulated flexible cord with copper conductor 0.5 mtr length.
	1
	each
	 
	 

	20
	Supply and fixing water tight Bulk Head light fitting (PHILIPS make)complete with lamp&all accessories(including lamp) Cat No:FXC101.
	3
	each
	 
	 

	  21 
	Supply and fixing 14Watt CFL for batten light point. (PHILIPS make).
	7
	each
	 
	 

	22
	Earthing with 50 mm dia G.I. pipe,3.64 mm thick x3.04Mtr.long and 1X4 SWG G.I. wire,(4.0 Mtrs long)13mmdiax80 mm long G.I. bolts,double nut,double washers incl. S & F 15mm dia G.I. pipe protection (1 Mtr. long) to be filled with bitumen partly under ground level and partly above ground level driven to an average depth of 3.65 mtr. below the ground level & restoring the surface duly rammed.(by ISI-Medium G.I. Pipe).
	1
	each
	 
	 

	  23 
	Connecting the equipment to earth bus bar including S&F  G.I.(hot dip) wire of 4 S.W.G.size on wall/floor with staples burried inside wall/floor as required and making connection to equipments with bolts,nuts,washers ,cable lugs etc. as required  and mending good damages. 
	15
	M
	 
	 

	24
	Supplying & fixing earth bus bar of galvanized(Hot Dip) M.S. flat 25 mm X 6 mm. on wall having clearence of 6 mm. From wall including providing drilled holes on the busbar complete with G.I.bolts ,nuts,washers spacing insulators etc.as required.
	0.5
	M
	 
	 


